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STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY ] DES MOINES IOWA 50319 { DIVISION OF FIRE PREVENTION
School District & Address | University of Iowa, lowa City, IA. Date 5/21/02

Superintendent & Address County Johnson

Pres. Of School Board Ms. Mary Sue Coleman, President Supt. Telephone

School Location SEASHORE HALL #011 , Type Of Construction | ORD & FR

Grades # Students # Of Stories 3, 6 & 7 stories

Dates of Fire Drills Tornado Drills Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as 10 avoid undue danger to lives and
safety of its oocupants from fire, smoke and flames,

55.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shall conform with the applicable provisions of these rules.
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly muarked - unobstructed, Number,
locations & capacity properly provided, Level of exit discharge for
Kindergarten, first and second grades.

5.653 (100) CORRIDORS: At least 67 clear width. Proper slorage
of open clothing, No combustible on walls or storage in exit corridars. Not over
300" in lenggh.

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4” solid
corewood Hazardous and Storage sreas 1 3/4” solid core wood

5.655 WINDOWS: Below or within 10’ of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must
have 5.7 sq. fl. clear area. Exception #3

5.656 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations mect the requirements, No paneling

5658 (IOO)CONSTRUCTION 1 Hour fire rated minimum , Postable Classrooms
5,659 (100)FIRE ALARM SYSTEM: Approved system instalied &
maintained manual pulls adeguate,

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring installed in metal raceway.

5.661 (100} HEATING EQUIPMENT: Combusticn air & venting proper.

5.662 (100) GAS INSTALLATION MEETS CODES; Proper outside shut-off,
ipi lators vented.

5.663 (100} FIRE EXTINGUISHERS: Properly moucjed, adequale
number. Inspected, tested, tagpad according to NFPA 10.

5.664 (100) UNDERGROUND, BASEMENT OR WINDOWLESS
BUILDINGS: (A&D)(BCDE)

5.665 (100) ADDITIONAL FIRE HAZARDS: Cocking equipment,
Unused airshafts, Excessive storage, Poor housekeq;m& decoranons

5.666 (100) SPRINKLER SYSTEMS :

5.667 (100) OPEN PLAN BUILDING : Hazard areas separated Detection system

NOTE: This building is divided into three sections: east, center and west. Items for each
section will be addressed separately.

Spence Labs #188 is attached to the south end of east wing on the ground, first and second
floors. The separation of the two buildings is not two-hour fire rated and there are openings
between the buildings in offices 233, 140 and G34. Spence Labs is inspected separately.
COMPLY AS FOLLOWS:

EAST BUILDING

Note: Areas of the north section under renovation at the time of this inspection.

1. X**¥%5.752(8) Provide wired glass to replace the louver in the door to storage #E305 and
E330.

2. X****5.750(7) Provide an exit stairway to grade level from the south end of the 3" floor.

3.X¥¥¥#5752(1) All doors from the classrooms must be hung to swing with exit travel.
Such as doors to rooms E308, E310, E104, E105, E106, etc.

4. X***35 763(3), 5.750(3) Remove all famniture, storage, etc. from the 5® floor exit
corridor,

5. X#**¥*5.62(100), 5.750(5) Provide emergency lighting to illuminate the corridors and the
stairways in the event of a power failure.

6. X**5.750(4) Provide an illuminated exit sign, 3" floor south, across from room #302.

7. 5.752 Remove the transom from the elevator control room in the East section.

8. 5.751 Repair the penetrations in the North exit corrid#r nea%%ﬁqo{
Continued on page #2)
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STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

| PAGE 2

DATE | 5/21/02 | LOCATION [ University of Iowa, Seashore Hall #011 | COUNTY | Johnson

(EAST BUILDING cont.)

9. 5.761 Replace the missing extinguisher near room E402.

10. 5.750 Provide a second exit out of the dead end corridor in the E314 room area. This dead end corridor was approximately 40 feet..

11.5.757 Remove the plastic bags from the detectors in the East and West corridor elevator control rooms.

CENTER BUILDING

1.

X**%5 62(100), 5.750(5) Provide emergency lighting to illuminate the corridors and stairways in the event of a power failure.

2. X*¥**5.756(100), 5.705(100) Using 5/8” sheetrock, éompletely seal and protect the exposed floor joist, rafters and wall studs on the 3™ floor.

3. X*¥*¥5.754(3) Using 2x4 studs with 5/8” sheetrock on both sides, completely seal the transoms above the doors €102, C101, €202, C105.

4. X**»¥5752(8) Using 2x4 wood studs with 5/8” sheetrock on each side, completely enclose the louvers, vents, side lights and windows to storage
area C1. Doors into this area (C1, C6, C8, etc.) must be a minimum of 1-3/4” solid core wood and must be self<closing. No louvers or vents
allowed in doors.

5. X*¥%¥5.750(7) Provide a second exit that leads to grade level from the north end of the office suites, area C215. Have the outside fire escape
tested and inspected.

6. X***5.752(1) Rehang the north exit door from the photography area C109 so that it swings with exit travel.

7. X5.757(100) The manual fire alarm station in‘the C109 area near the north exit must be relocated so that it is accessible.

8. X**¥*¥5.755(2) Provide an approved noncombustible sound proofing material to replace the cloth material in the C19B studio areas.

9. X*¥*35.752(5) Provide a self-closing device on the door to C16.

10. X*5.755(100) Provide a Class A interior finish material for the exit hallway by C19B. .

11. X*5.751(100) Provide a one hour fire rated separation or an approved fire damper for the north wall of C13 to eliminate the opening used for fan
ventilation.

(CONTINUED ON PAGE 3) ‘ -

COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE
? IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 IOWA DEPARTMENT OF PUBLIC SAFETY

SUPERVISOR Jen Worthington 215 EAST 7th STREET, DES MOINES, IOWA 50309-1831
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" STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

| PAGE 3

DATE | 8/21/02 | LOCATION | University of Iowa, Seashore Hall #011 [ COUNTY | Johnson

12. X5.752(6)X9) Provide a minimum of a 1-3/4” solid core wood door into C12. No openings are allowed in the door.
13. X5.754(100) Seal the pipe chase opening in C111 with one hour fire rated material.

14. X5.755(100) Provide a Class A or B interior finish material in room C111.

iS. X5.757(3) Extend the fire alarm and automatic detection system into the 3* floor section that is used only for storage.

16. X5.752(9) Provide a minimum of a 1-3/4” solid core wood door to room C3 & C19. Seal penetrations above door C3 with fire rated material. (Note:
This door opens into the center stairway enclosure.)

17. X5.754(1) Seal penetrations above the cross-corridor doors/partition near C3. (Provide stairway separation at this location.)
18. X5.750(8) Provide a second exit access door from studio C19 area.

19. X5.751(3) Remove the combustible recycling material from the north basement corridor, north of C19.

20. X5.750(4)(5) Provide an exit sign for the north basement exit from the C14-19 area.

WEST BUILDING (Note: The old SW section has been vacated.)
1. X***¥5752(1) All doors to classrooms must be hung to swing outward with exit travel.

2. X¥¥*%5.62(100), 5.750(5) Provide emergency lighting to illuminate the corridors and stairways in the event of a power failure.
3. Xxee¥s .752(9) All transoms located above corridor doors, all floors, must be secured in the closed position and opening hardware removed.

4. X5.750(6), 5.753(100) Windows on all floors located below and within 10 feet of the north outside fire escape must have panes of wire glass and
must be rendered inoperable.

5. X*¥5.752(5) All doors held open by electromagnetic devices must close upon activation of the fire alarm system. There must be an approved
smoke detection device located near each door. (Note: This mainly applies to stairway enclosure doors.)

Continued on page 4

COMPLY BY - | OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE
INSPECTOR Joseph K. Lestina 717 IOWA DEPARTMENT OF PUBLIC SAFETY
SUPERVISOR | Jen Worthington 215 EAST 7th STREET, DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

| PAGE 3

DATE | 5/21/02 | LOCATION [ University of Iowa, Seashore Hall #011 | COUNTY | Johnson

(West Building Cont.)

6. X**¥*5.752(6)(8) Provide a 1-3/4” solid core wood door for room W304, W403 and W402. These doors must be self-closing. Any transoms
located above these doors must be enclosed with one-hour fire rated construction.

7. X5.751(4) Provide a noncombustible rated partition to separate room W512A from the exit corridor. (Presently a plywood wall.)

8. X5.754(3) Provide fire rated separation for the fiber optic cables that have beeﬁ run vertically through a pipe shaft on all floors, W402, W304,
W145, etc.

9. X5.751(7) Provide an approved exit for the W14A area in order to eliminate the dead-end corridor that is approximately 35 feet in length.
10. X5.750(100) Fumishings blocked the NE exit adjacent to W14L at the time of this inspection. Keep exits clear and unobstructed at ail times.
11. 5.752 The separation door near room W202 failed to close and latch properly.

12. 5.751 Remove the furnishings and stored items from the West 700 exit stairwell.

COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE
‘ : IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 IOWA DEPARTMENT OF PUBLIC SAFETY

SUPERVISOR | Jen Worthington 215 EAST 7th STREET, DES MOINES, IOWA 50309-1831




- STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY | DES MOINES IOWA 50319 | DIVISION OF FIRE PREVENTION
School District & Address | University of lowa, lowa City, IA Date 5/23/02

Superintendent & Address County Johnson

Pres. Of School Board Ms. Mary Sue Coleman, President Supt. Telephone

School Location BOYD LAW COLLEGE #377 Type Of Construction | FR (Sprinklered)

Grades # Students # Of Stories 5

Dates of Fire Drills Tornado Drills Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shail conform with the. spplicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed, Number,
locauons & capacity properly provided. Level of exit discharge for
first and second grades.

5.653 (100) CORRIDORS: At least 6 clear width. Proper storage
of open clothing, No combustible on walls or storage tn exit comridors. Not over
300" in length._

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom l 3/4” solid
corewood Hazardous and Storage sreas 1 3/4” solid core wood

5.655 WINDOWS: Below or within 107 of outside stairs or fire
escape must be wire glass, Emergency rescue or Ventilation must
have 3.7 sq. ft clear ares, Exception #3

5.656 (100) STAIRWAYS: Properly enclosed Cit-OF

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling

5.658 (100YCONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms

5659 (100)FIRE ALARM SYSTEM: Approved system installed &
maintained manual pulls adequate,

S 660 (lOO)ELECTR.ICAL WIRING MEETS REQUIREMENTS:
cords, overfusing, overloading Wiring installed in metal yaceway.

5 661 (100) HEATING EQUIPMENT: Combustion air & venting proper.

5. 662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
regulators vented,

5.663 (100) FIRE EXTINGUISHERS: Properly mourtted, adequate
number, Inspected, tested, tagged according to NFPA 10,

5.664 (100) UNDERGROUND, BASEMENT OR WINDOWLESS
BUILDINGS: (A&D)(BCDE)

5.665 (100) ADDITIONAL FIRE HAZARDS: Cooking equipment,
Unused ainshafts, Excessive storage, Poor housekeeping, decorations

5.666 (100) SPRINKLER SYSTEMS :

5.667 (100) OPEN PLAN BUILDING : Hazard sreas separated Detection system

COMPLY AS FOLLOWS:
1. X**661-5.751(3) Remove all storage from the exit corridor near room #214.

2. X*661-5.700(3) Maintain a clear and unobstructed aisle to the emergency exit
door located on ground level of the law library, SE exit door.

3. X*661-5.701(3) Remove the combustible can recycling storage bins located in
the corridor areas of the building. Provide approved noncombustible storage
containers OR store these in an approved location that is separated from the exit
corridor.

4. *661-5.712(3) Provide better housékéeping in the north section of the large
basement mechanical room. Remove all unnecessary combustible storage from
this area.

5. 5.752 Discontinue wedging open the doors to the student lounge on the 4" floor.

6. 5.754 Remove the combustible chairs that were stored in the 4™ floor exit
stairwell. These stairwells are required to be free from storage at all times.

NOTE: The corridors in this building are used as return air plenums. The law library
has three open levels. The building is totally sprinklered.

RECEIVED
Continued on page 2 ‘ )

JUN 18 2002
STATE FIRE MARSHAL

INSPECTOR Joseph K. Lestina 717




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

| PAGE 2

DATE | 5/23/02 | LOCATION | University of Iowa, Boyd Law College #377 | COUNTY | Johnson

7. 5.754 Repair the fire separation door near room 318 in the 3™ floor library area. This door failed to close and latch properly.

8. 5.754 Repair the fire separation door near the elevator in the 1* floor library area. The door failed to close and latch properly.

COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE
IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 IOWA DEPARTMENT OF PUBLIC SAFETY

SUPERVISOR | Jen Worthington 621 EAST 2ND STREET, DES MOINES, IOWA 50309-1831
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STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY | DES MOINES I0OWA 50319 | DIVISION OF FIRE PREVENTION
School District & Address | University of Iowa, Iowa City, IA. | Date 5/23/02
Superintendent & Address County Johnson
Pres. Of School Board Ms. Mary Sue Coleman, President Supt. Telephone
School Lecation PAPPAJOHN BUSINESS ADMINISTRATION BUILDING Type Of Construction | "PNC"
* #430
Grades # Students # Of Stories 4 w/b (underground parking garage)
Dates of Fire Drills Tornado Drills Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and
sefety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any schoo! or college building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made 10 scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for aporoval,

5.652(100) EXITS: Clearly marked - unobstructed. Number,
locations & capacity properly provided. Level of exit discharge for
Kindergarten, first and second grades,

5.653 (100) CORRIDORS: At least 6 clear width, Proper storage
of open clothing. No  combustible on walls or storage in exit corridors. Not over
300" in length

5,654 (100) DOORS: Boiler room 1 1/2 hr, Classroom 1 3/4” solid
core wood  Hazardous and Storage areas 1 3/4 solid core wood

3.655 WINDOWS: Below or within 10" of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must
have 5.7 sq. fi. clear area. Exception #3

5.656 (100) STAIRWAY'S: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling

5.658 {100YCONSTRUCTION: 1 Hour fire rated minimum , Portable Claasrooms

5.659 (100)FIRE ALARM SYSTEM: Approved system installed &
maintained manual pulls adequate.

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring installed in metal raceway.

5.661 (100) HEATING EQUIPMENT: Combustion air & ventin
5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside s.hut-oﬁ'
Piping, regulators vented.

5.663 {100) FIRE EXTINGUISHERS: Properly mounted, adequate
number: Inspected, tested, tagged according to NFPA 10.

5.664 (100) UNDERGROUND, BASEMENT OR WINDOWLESS
BUILDINGS: (A&D)(BCDE)

5.665 (100) ADDITIONAL FIRE HAZARDS: Cooking equipment,
Unused airshafls, Excessive storage, Poor housckeeping, decorations

3.666 (100) SPRINKLER SYSTEMS :

3.667 (100) OPEN PLAN BUILDING : Hazard areas separsied Detection system

NOTE: Building is totally sprinklered.
COMPLY AS FOLLOWS:

1.

X**661-5.700(3) No locks or fasteners to prevent free escape from the inside of any
building shall be installed. Remove the electromagnetic type locking devices from the
exit doors in the parking garage and also exit access doors from classrooms C207 &
C231. (WAIVER from RLM letter dated 10-16-95)

X**661-5.702(1) Exit doors from the east wall of room W401 swing against the exit and
also the doors from the north wall of room $401. Change these doors to swing in the
proper direction of exit travel. (NOTE: Opposite swing doors are recommended.)

X**661-5.713(1) Maintain an 18” clearance undemeath the sprinklers in the mailroom
C108. Discontinue use of the top shelf in C108B.

X**661-5.702(3) Adjust the stairway separation door located near W13 to close and
latch properly.

X661-5.751(4) Provide an approved fire rated damper in the vent opening located in the
corridor wall from room W401A.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

INSPECTOR Joseph K. Lestina 717




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

| PAGE 2
DATE | 5/23/02 LOCATION | University of Iowa, Pappajohn Business COUNTY | Johnson
Administration Building #430
COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE
IOWA STATE FIRE MARSHAL OFFICE
INSPECTOR Joseph K. Lestina 717 IOWA DEPARTMENT OF PUBLIC SAFETY
SUPERVISOR | Jen Worthington 215 EAST 7th STREET, DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

JOWA DEPARTMENT OF PUBLIC SAFETY

| DES MOINES IOWA 50309

{ DIVISION OF FIRE PREVENTION

School District & Address | University of lowa City, Iowa 52242 Date 5122102
Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249
School Location Engineering Research Facility #407 Type Of Construction | O ( Sprinkled )
Grades * # Students # Of Stories

Dates of Fire Drills Tornado Compliance Item #

5.650(2) Al! buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

55.650(5) All changes or akterations to be made in any school or collegs building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional instaliation is undertaken, drawingd
and specifications thereof made to scale by an architect or engineer shall be
submitiad to the siate fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity

properly provided. Level of exit discharge for Kindergarten, first and second gradesy 3 ) X***5 751 The corridor from room 103 to 111 has a 40-foot dead end corridor.
Provide an approved second exit from this area. (Waiver from RLM dated 10-16-

All exit and classroom doors must open outward. Room with 50 occupancy or over
1000 sq. £ must have ( 2) exits.

5,653 (100) CORRIDORS: Al least 6 clear wickh. Proper storage

of open clothing, No combustible on walls or storage in exit corridors. Not over
300" in length. No dead end corridors more than 20 feet.
5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4" solid core wood
Hazardous and Storage areas 1 3/4™ solid core wood No transoms or louvers
5,655 WINDOWS: Below or within 10” of outside stairs or fire

escape must be wire glass, Emergency rescue or Ventilation must have 5.7 sq. fl.
_Clear ares. Exception #3 Complete automatic detection system.

5,656 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &

decorations meet the i No paneling

5.658 (100)CONSTRUCTION: 1 Hour fire rated minimum , Portable Classroomd

5.659 (100)FIRE ALARM SYSTEM: Approved system installed &

maintained manual pulls adequate,

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:

No drop cords, overfising, overloading Wiring installed in metal raceway.

5.661 (100) HEATING EQUIPMENT: Combustion air & venting proper.

5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,

ipin, venied.
5.663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate

1.) X***5.705 Provide a fire rated ceiling for rooms #215 and #230.

2.) X***5.705 Seal all penetration with one-hour fire rated material in the following

areas, room 130,215. All corridor wall penetration on the 1* floor.

95)

4.) X5.756 &5.764 The 3 cooler that were converted to classrooms and Labs are not

sprinklered as required.

5.) X5.750 & 5.751 Remove all storage and combustibles from 1* floor exit corridors.

6.) 5.750 Provide emergency lighting for all corridors and exit stairwells in the

facility.

7. X* Provide identification at the fire alarm control panel that the status of the Halon

suppression system is operational.

number. 1a sccording to NFPA 10,
55667 (100) OPEN PLAN BUILDING : Hazard areas separated  Detection systen RECEIVED
1100.31 Must have (2) fire and (2) tornado drills between Janmary 1 and

June 30. Must have (2) fire and (2) tornado drills between July 1 and

December 31. Must keep written records of the drflls dates. JUN 1 8 2002

STATE FIRE MARSHAL
COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THI
IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 215 EAST 7th STREET
SUPERVISOR JEN WORTHINGTON DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY I DES MOINES IOWA 50309 [ DIVISION OF FIRE PREVENTION
School District & Address | University of lowa Iowa City, Iowa 52242 Pate 5/21/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Phillips Hall #184 ‘Type Of Construction | FR

Grades  * # Students # Of Stories 6 W/B

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and opersted as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shall confonm with the applicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval,

5.652(100) EXITS: Clearly marked - unobstructed, Number, locations & capacity
properly provided. Lavel of exit discharge for Kindergarten, first and second grades,
Al exit and classroom doors must open outward. Room with 50 occupancy or over

1000 sq. ft. must have ( 2 ) exits.

5.653 (100) CORRIDORS: At least 6 clear width. Proper storage
of open clothing. No combustible on walls or storage in exit corridors. Not over
300" in length. No dead end corridors more than 20 feet.

3.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom ! 3/4” solid core wood
Hazardous and Storage areas 1 3/4” solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10’ of outside stairs or fire
escape must bo wire glass, Emergency rescue or Ventilation must have 5.7 sq. fi.
clear area. Exception #3 Complate automatic detection system.

5.656 (100) STAIRWAYS: Properly enclosed Cut-Of

5.657 (100) INTERIOR FINISH: Ceiling,, floot, walls, stage draperies &
decorations ment the requirements. No paneling

5.638 (100)CONSTRUCTION: 1 Hour fire rated minimum, Portable Classrooms
5.659 (100)FIRE ALARM SYSTEM: Approved system installed &
maintained manual pulls adequate.

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading, Wiring installed in metal raceway.

5.661 (100) HEATING EQUIPMENT: Combustion air & venting proper.

5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
ipin ators vented.

5.663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
number, Inspected, tested, tagged sccording to NFPA 10.

5.667 (100) OPEN PLAN BUILDING : Hazard areas separated  Detection system

100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and
December 31. Must keep written records of the drills dates.

¥

1.) X****5.754 Completely seal all openings around pipes, conduits, ducts, and other
openings in the vertical pipe chase that extends from the ground floor to the 6™ floor.
(Access through rooms #108,206,302,306,402,405,502,503,506,602 and 604.

2.) X***5.752 Provide 1 % inch solid core wood doors for rooms 218 and 320. Any
storage room that is converted to and office must leave access to the mechanical area
within the room.

3.) X5.750 Provide emergency lighting for all interior classrooms without windows.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY

OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717

215 EAST 7th STREET

SUPERVISOR | JEN WORTHINGTON

DES MOINES, IOWA 50309-1831




‘ STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY

[ DES MOINES IOWA 50309

| DIVISION OF FIRE PREVENTION

School District & Address University of lowa lowa City, lowa 52242 Date 5/21/02
Superintendent & Address | Mary Sue Coleman County Johnson
Pres. Of School Board Supt. Telephone 319-335-1249
School Location Van Allen #203 i Type Of Construction

Grades * # Students # Of Stories 7 wib

Dates of Fire Drills Tornade Compliance Item #

5.650(1) All buildings are constructed , arrangad, equipped,
maintained and opersted as to avoid undue dangar to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional installation is undextaken, drawings
and spocifications thereof made to scale by an architect or engineer shall be
submitied to the siate fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, first and second grades.
Alj exit and classroom doors must open outward. Room with 50 occupancy or over

1000 sq. ft. must have ( 2 ) exits,

5.653 (100) CORRIDORS: At least 6° clear wickh. Prqur slorage
of open clothing, No combustible on walls or storage in exit corridors, Not over
300" in length. No dead end corridors more than 20 feet.

5.654 (100) DOORS: Boiler room 1 1/3 hr. Classroom 1 3/4 solid _core wood
Hazardous and Storage areas | 3/4" solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10” of outside stairs or fire
escape muist be wire glass. Emergency rescue or Ventilation must have 5.7 sq. .
clear area. Exception #3 Complete automatic detection system.

5,656 (100) STAIRWAYS: Properly enclosed Cul OFf

5.657 (100} INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &

docorations meet the requirements. No paneling

3.658 (10OCONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms |

$.655 (100)FIRE ALARM SYSTEM: Approved system mnstalled &
maintsined manual pulls adequate,

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No cords, overfusing, overloading. Wiring installed in metal raceway.

3,661 (100) HEATING EQUIPMENT: Combustion air & ventin,
s 662 (100} GAS INSTALLATION MEETS CODES: Proper outside shut-oﬁ'
lators vented.

5 663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate

1.) X¥****5.750 (3) & 5.751 Remove all of the cabinets and other storage from the corridors in
corridors throughout the building.

2.) X****5 751 Provide fire rated material to replace louvers in the doors to all the Labs
through out the building. Provide wireglass to replace plain glass in the vision panel in the
wall to shop #250 and in the door to #262.

3.) X**%%5.763 Provide an exit sign for the outside exit door by #110 #116.

4.) X***5.756 Seal all holes in the corridor walls from construction throughout the building
around pipes, ducts, with fire rated caulk.

5.) X5.750 (3) 5.751(7) The 3™, 4, 5 center core corridors door have deadbolt locks that
creates dead-end corridors. Panic hardware must be provided for these doors.

6.) X 5.752 Remove all wood wedges from all lab doors.

7.) 5.754 Repair the smoke doors on the 7* floor to close and latch properly. Door 707E was
wedged open.

8.) 5.750 Provide emergency lighting throughout the corridors and stairwells of the entire
building. The building must be equipped with emergency lighting.

number, In tested, according to NFPA 10. : -
5_“7(|m?§;£’NPLA§‘5ﬂUﬁDmG:§?mem Detoction e 9.) 5.752Repair the closer to door 52. RECEIVED
100.31 Maust have (2) fire and (2) tornado drdlls between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and
December 31. Must keep written records of the drills dates. JUN 18 2002

‘ STATE FIRE MARSHAL
COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 215 EAST 7th STREET
SUPERVISOR JEN WORTHINGTON DES MOINES, IOWA 50309-1831




I STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

10WA DEPARTMENT OF PUBLIC SAFETY | DES MOINES IOWA 50309 I DIVISION OF FIRE PREVENTION
School District & Address | University of Iowa Iowa City, lowa 52242 Date 5/22/02

Superintendent & Address | Mary Sue Coleman County Johnison

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Communication Studies #376 Type Of Construction

Grades * # Students # Of Stories

Dates of Fire Drills Tornado Compliance Item #

5.650(2} All buildings are constructed , arranged, equipped,
mainiained and opetated as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames,

5.650(5) All changes or alierations to be made in any school or college building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof madato scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, first and second grades.
All exit and classroom doors must open cutward. Room with 50 occupancy or over

1000 £q. f. must have { 2 ) exits.

5.633 (100) CORRIDORS: At least 6’ clear width. Proper storage
of open clothing, No combustible on walls or storage in exit corridors. Not over
300" in lengh. No dead end corriders more than 20 feet.

3.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4” solid core wood
Hazardous and Storage arcas 1 3/4” solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10’ of outside ®airs or fire
escape must be wire glass. Emergency rescue or Ventilation must have 5.7 sq, f.
clear area. E ion #3 Complete mtomatic detection

3.656 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling

3.658 (100)CONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms

5.659 (100)FIRE ALARM SYSTEM: Approved system ingtalled &
maintained manual pulls adequate.

5,660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring ingtalled in metal raceway.

$.661 (100) HEATI!\E}._“,QUIPMENT:_ Combustion air & ventin; 3

5.662 (100) GAS INSTALLATION MEETS CODES: Propes outside shut-off,
Piping, regulators vented

3663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate

number, Inq)acted.tsud,uged according to NFPA 10.

3667 (100) OPEN PLAN BUILDING : Hazard areas scparated  Detection system

100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and
Decu_nln_er 31. Must keep written records of the drills dates.

1.) X 5.754The first floor stairwell door next to #107 does not latch properly.

2.) X 5.751 Seal the penetration hole to the corridor in room #337.

3.) 5.764 Clear the path to the sprinkler riser in the basement area. A path to the riser

shall be clear and unobstructed at all times.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY

OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joe Lestina 717

215 EAST 7th STREET

SUPERVISOR | JEN WORTHINGTON

DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY ] DES MOINES IOWA 50309 I DIVISION OF FIRE PREVENTION
School District & Address | University of lowa Iowa City, lowa 52242 Date 5/21/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location #019  Biology Annex Type Of Construction

Grades # Students # Of Stories 3

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterstions to be made in any school or college building,
whether new or existing, shail conform with the applicable provisicsts of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity
properly provided, Level of exit discharge for Kindergarten, first and second grades.
All exit and classroom doors must open outward. Room with $0 occupancy or over

1000 sq. it. must have ( 2 ) exits.

5.653 (100} CORRIDORS: At least 6’ clear width. Proper storage
of open clothing, No combustible on walls or storage in exit corridors, Net over
300" in length. No dead end corridors more than 20 feet.

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4” solid  core wood
Hazardous and Storage areas 1 3/4™ solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10" of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must have 5.7 sq. f.
clear area. Exception #3 Complete autornatic detection system.

3.656 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling, floor, walls, stage draperies &
decorations meet the requirements. No paneling

3.658 (100YCONSTRUCTION: i Hour fire rated minimum , Portable Clasroonu
5.659 (IOD)FIR.E ALARM SYSTEM: Approved system maalled &
maintained manua! pulis adequate,

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading, Wiring installed in metal raceway.

3.661 (100) HEATING EQUIPMENT: Combustion air & ventin

5. 662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-oﬁ;
lators vented.

5. 663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
gumber. Inspected, tested, tagged according to NFPA 10.

5.667 (100) OPEN PLAN BUILDING ; Hazard areas separsted  Detection
100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and

December 31. Must keep writien records of the drills dates. ]

1.) X The steel beam construction has fire proof protection in upper level of the

building and not in the lower level.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY

OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717

215 EAST 7th STREET -

SUPERVISOR | JEN WORTHINGTON

DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IO0WA DEPARTMENT OF PUBLIC SAFETY ] DES MOINES IOWA 50309 l DIVISION OF FIRE PREVENTION
School District & Address | University of lowa Iowa City, lowa 52242 Date : 5/22/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Halsey Hall #015 Type Of Construction | “O”

Grades * # Students # Of Stories 3wh

Dates of Fire Drills Tornado Compliance Hem #

5.650(2) Al buildings are constructed , arranged, squipped,
maintained and operated 88 to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any schocl or college building,
whether new or existing, shall conform with the spplicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitied to the state fire marshel, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstrucied. Number, locations & capacity
propexly provided. Level of exit discharge for Kindergarten, firt and second grades.
All exit and classroom doors must open outward. Room with 50 occupancy or over

1000 sq. ft. must have ( 2 ) exits.

5.653 (100) CORRIDORS: At least 6 clear width, Proper storage
of open clothing, No combustible on walls or storage in exit comridors, Not over
300" in length. No dead end corridors more than 20 foet.

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4™ solid core wood
Hazardous and Sterage arcas 1 3/4” solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10" of outside stairs or fire
escape must be wire glass. Emargency rescue or Ventilation must have 5.7 sq. fL.
clear area. Exception #3 Cornplete automatic detection systera.

5.636 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100} INTERIOR FINISH: Ceiling,, flocr, walls, stage draperies &
decorations mest the roquirements. No paneling

5.658 (100YCONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms |

5.639 (100)FIRE ALARM SYSTEM: Approved system installed &
maimamed manua) pulls adequate.

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring installed in metal raceway.

3,661 (100) HEATING EQUIPMENT: Combustion air & venting proper.

5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
ipi lators vented,

5.663 (100) FIRE EXTINGUISHERS: Properly mounted, adequats
number. Inspected, tested, tagged according to NFPA 10,

3.667 (100) OPEN PLAN BUILDING : Hazard areas separated  Detection
100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30, Must have (2) fire and (2) tornade drills between July 1 and
December 31. Must keep written records of the drills dates.

1.) X****5.758(7&8) Dance studio #103 does not have second exit from it. Waiver
was granted by fire marshal office.

2.) X**** 5.758 Provide properly wired outlet to eliminate the drop cords to the
coffee pot in B-10.

3.) X'5.758 Reduce the fuse size in all electrical panels to properly match the wire
size.

4.) The fitness area door was wedged open.
Note: At the time of the inspection the building was undergoing partial

renovation and the fire alarm system was in trouble mode. The system was in
trouble because the contractors had temporarily dismantled it.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY

OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717

215 EAST 7th STREET

SUPERVISOR | JEN WORTHINGTON

DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

JOWA DEPARTMENT OF PUBLIC SAFETY I DES MOINES IOWA 50309 I DIVISION OF FIRE PREVENTION
School District & Address | University of lowa lowa City, lowa 52242 Date 5/21/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Biology East Addition New Building 448 Type Of Construction | N/C ( Sprinkled )

Grades # Students # Of Stories 4

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , artanged, equipped,
maintained and operated as to avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

§5.650(5) All changes or alterstions to be made in any school or colieg: building,
whether niew or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional instaliation is undertaken, drawingy
and specifications thereof made to scale by an architect of engmeer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity

properly provided. Level of exit discharge for Kindergarten, first and second grades|
All exit and classroom doors must open outward. Room with 30 occupancy or over
1000 sq. f. must have ( 2 ) exits.

%.653 (100) CORRIDORS: At least 6 cleas width. Proper storage

of open clathing. No combustible on walls or storage in exit corridors. Not over
300" in length, No dead end corridors more than 20 feet.

3.634 (100) DOORS: Boiler room 1 1/2 hr, Classroom 1 3/4” solid core wood
Hazardous and Storage areas 1 3/4™ solid core wood No transoms or louvers
5.655 WINDOWS: Below or within 10° of outside stairs or fire

escape must be wire glass, Emergency rescue or Ventilation must have 5.7 5q. f1.
clear area. Exception #3 Complete sutomatic detectjon system.

3.656 (100) STAIRWAYS: Properly enclosed Cut-Off

5,657 (100) INTERIOR FINISH: Ceiling, flocr, walls, stage draperics &
decorations_meet the requirements. No pa:nelmg

3. 658(100EONSTRUCTION 1 Hour fire rated minimum , Portable Cl
5.659 (100)FIRE ALARM SYSTEM: Approved system installed &
mairtained manual pulls adequate.

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:

No drop cords, overfusing, overloading, Wiring installed in metal raceway.
5.661 (100) HEATING EQUIPMENT: Combustion sir & venting proper.
5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
Piping, regulators veried.

5,663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
_number. Inspected, tested, tagged according to NFPA 10,

755,667 (100) OPEN PLAN BUILDING : Hazard aress scparsted  Defoction sysien]
1100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and

December 31. Must keep written yecords of the drills dates.

1.) X Provide outside combustion air intake for room 423.

2.) X Provide fire extinguishers in all Labs.

3.) X Provide sprinkler heads above cooler areas in rooms 229 &329.

4.) X Sprinkler heads are obstructed need mqving in rooms 201,214, 301, and 306.
5.) X Remove all wedges from all corridor doors.

6.) X Extend the natural gas regulator vent above the roof level.

7.) Repair the fourth floor elevator lobby to close and latch properly.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY

OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717

215 EAST 7th STREET

DES MOINES, IOWA 50309-1831

SUPERVISOR | JEN WORTHINGTON




’ STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY

| DES MOINES IOWA 50309 | DIVISION OF FIRE PREVENTION

School District & Address | University of lowa lowa City, lowa 52242 Date 5/21/02
Superintendent & Address | Mary Sue Coleman County Johnson
Pres. Of School Board Supt. Telephone 319-335-1249
School Location Spence Labs #188 Type Of Construction { FR

Grades  * # Students # Of Stories 5 wib

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger 1o lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or coltege building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shalf be
submitted to the state fire marshal, in duplicate, for approval.

5652 652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, first and second grades.
All exit and classroom doors must open outward. Room with S0 occupancy or over

1000 sq. ft. must have ( 2 ) exits.

5.653 (100) CORRIDORS: At least 6 clear width. Proper storage
of open clathing. No combustible on walls or storage in exit corridors. Not over
300" in lenpth. No dead end corridors more than 20 feet.

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4” solid core wood
Hazardous and Storags areas } 3/4” solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10° of outside stairs or fire
escape must be wire glass, Emergancy reacue or Ventilstion must have 5,7 sq. ft.
clear area. Exception #3 Complete automatic detection system.

5.656 (100) STAIRWAYS: Properly enclosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling

5.658 (100)CONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms

5.659 (IDO)FIRE ALARM SYSTEM: Approved system mstalled &
maintained manval pulls adequate,

5,660 (1 OO)ELECTRICAL WIRING MEETS R REQUIREMENTS:
Ne drop cords, overfusing, overloading, Wiring installed in metal raceway.

5.661 (100) HEATING EQUIPMENT" Combustion sir & venting_proper.

S, 662 (100) GAS INSTALLATION MEETS CODES: Proper outside shln-oﬁ‘,
ators vented.

LX**#%% 5751 5.750 (3) Remove all cabinets, storage and other obstructions from the corridors in the
basement and the 4% floor. -

2. X¥¥¥** 5 752(5) Provide door closer for the door to G34 that opens into the exit passageway for the
east stairway.

3. Xwwdak 5 754(1) Provide a minimum of a 1 %" solid wood core door to replace the damaged door to
the east passage / stairwell enclosure. Provide a 1% solid core wood door for the west corridor at
ground level.

4 X**w¥x 5. 752(9) Provide wired glass to replace the louver in the doors # 233,140,G-34.

5.X##¥%% 5750 Remove the locks and provide exit sign for the doors that serve as the second exit in
room#324 and the hallway door by room and hallway door by #312.

6. X*¥¥* 5 751(4) Using material equal to the existing wall repair the corridors of room #107.
7.X¥* 5.751(3) & 5.750(3) 5.751 Exit in shop area obstructed.

8.X** 5.758 Repair the hole in ceiling in room 427.

9.X 5754 The west basement stairwell door does not latch.

10. 5.752 Discontinue wedging open the separation door that adjoins to Seashore Hall.

S5 (100) FIRE EXTINGUISHERS: Properly mounted, adoquato : ——
number. Inspected, tested, tagged according to NFPA 10. 11. 5.750 Provide emergency lighting throughout all corridors and stairwell RECEIVED
5.667 {100) OPEN PLAN BUILDING : Hazard arcas separated_ Detoction system
00. have o between Janus , .
1J m;:’;g";; e h‘(’? (‘z‘;‘m':""(:) ('5“;‘;“‘;‘:"% w;ﬂ““, “ﬁ“:" 12. 5,761 Permanently mount the fire extinguisher on the fourth floor. JUN 18 2002
December 31. Must keep written records of the drills dates.

m ; ~ 13. 5,750 Remove the combustible storage items in the corridor on the fou %E FIRE MARSHAL
COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE

IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K. Lestina 717 215 EAST 7th STREET
SUPERVISOR | JEN WORTHINGTON DES MOINES, IOWA 50309-1831




' STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY | DES MOINES IOWA 50309 1 DIVISION OF FIRE PREVENTION
School District & Address | University of lowa Iowa City, lowa 52242 Date 5/22/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Communication Center #016 Type Of Construction

Grades  + # Students # Of Stories 2WAB

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and
safety of its occupants from fire, smwke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional mstallation is undertaken, drawings
and specifications thersof made to scale by an archited or engineer shall be
submitied to the state fire marshal, in duplicate, for spproval.

5.652(100) EXITS: Ciearly marked - unobstructed. Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, first and second grades.
All exit and classroom doors must open outward. Room with 50 oocupancy or over

1000 sq. ft. must have ( 2 ) exits.

5.653 (100) CORRIDORS: At least 6' clear width. Proper storage
of open clothing. No combustibie on walls or storage in exit corridors. Not over
300" in length. No dead end corridors more than 20 feet.

5.654 (100} DOORS: Boiler room 1 1/2 hr. Clagsroom | 3/4 solid core wood
Hazardous and Sworage areas 1 3/4™ solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 107 of outside fairs or fire
escape must be wire giass. Emergency rescue or Ventilaticn must have 5.7 sq. 1.
clear area. Excoption #3 Complete automatic detection system.

5,656 (100) STAIRWAYS: Properly enclosed Cut-Of

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling

5.658 (100)CONSTRUCTION: 1 Hour fire rated minimum , Postable Classrooms

5.659 (100)FIRE ALARM SYSTEM: Approved system installed &
maintained manual pulls

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring installed in metal - raceway.

5.661 (100) HEATING EQUIPMENT: Combustion air &vaatmg proper.

5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
Pipin Iators vented.

5.663 (100) FIRE EXTINGUISHERS: Property mounted, adequate
number. Inspected, tested, tagped according to NFPA 10.

1. X¥»*¥*5 755 Provide 5/8 “ sheetrock to protect the exposed oak boards on the walls and the
plywood panels on the walls and ceiling of the corridors on the 2 and 3™ floors to maintain the Class
A interior finish requirements.

2. X¥¥e¥* 5.751(5) using 2X4 stud with 5/8” sheetrock completely close the transoms above all doors
to the corridors, on all {evels.

3. X¥+¥¥¥ 5. 754(3) Provide 1 %" solid wood core door for room #150 that open into the north
stairwell.

4. Xrx%xx 5 751(4) & 5.752(8) Using steel studding with 5/8" sheetrock on both sides and 1 34" solid
core wood doors , replace all the combustible walls and partitions that create rooms and corridor on the
first floor.

5. Xkka45 754(1) Room #111 has plain glass in the stairwell enclosure. Replace with wire glass.

6. X5.754(4) Room #400 duct vent shaft is open the exit corridor and 2™ and 3™ floors.

7. X5.752 Corridor #4 exit door is locked.

8. X5.752 Room #108 is over a 1000 sq. ft. and need a second exit .

9. 5.750 Provide emergency lighting for all corridors and stairwells throughout the entire building, This
can be accomplished by an emergency generator or emergency light units.

10. 5.754 Discontinue wedging open the stairwell doors on the 3+

5.667 (100) OPEN PLAN BUILDING : Hazard arcas separated _ Detection system RECEINVED
100.31 Must have (2) fire and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and
December 31. Must Leep written records of the drills dates. JUN ‘[ 8 2002
STATE FIRE MARSHA!
COMPLY BY OR SUBMIT A PLAN OF CORRECTIONTO T
IOWA STATE FIRE MARSHAL OFFICE
INSPECTOR Joseph K. Lestina 717 215 EAST 7th STREET
SUPERVISOR JEN WORTHINGTON DES MOINES, IOWA 50309-1831




»

, STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY ] DES MOINES IOWA 50319 l DIVISION OF FIRE PREVENTION
School District & Address | University of lowa, Iowa City, 1A. Date 5/21/02

Superintendent & Address County Johnson

Pres. Of School Board Ms. Mary Sue Coleman, President Supt. Telephone

School Location OLD MUSIC BUILDING #20 1 Type Of Construction | Ordinary

Grades # Students # Of Stories 3 (sprinklered)

Dates of Fire Drills Tornado Drills Compliance tem #

5.630(2) All buildings are constructed , amanged, equipped, NOTE: The second and third stories are presently vacated with restricted entry.

maintained and operated as to avoid undue danger 1o lives and
safety of its occupants from fire, smoke and flames.
5.650(5) All changes or alterations to be made in any school or college building, No orders at this time.
whether new or existing, shall conform with the spplicable provisions of these rules
and before any construction of new or additionat installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, m duplicate, for approval.
3.652(100) EXITS: Clearly marked - unobstructed. Number,
locatjons & capacity properly provided. Level of exit discharge for
Kinderparten, first and second grades.
5.653 (100) CORRIDORS: At least 6’ clear width. Proper storage
of open clothing, No  combustible on walls or storage in exit corridors. Not over
300" in length.
5.654 (100) DOORS:; Boiler room 1 1/2 hr. Classroom 1 3/4" solid
core wood Hazardous and Storage arcas 1 3/4" solid core wood
3.655 WINDOWS: Below or within 10° of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must
have 5.7 sq. fi. clear area. Exception #3
5.656 (100) STAIRWAYS: Properly enclosed Cut-Off
5.657 (100} INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling
5.658 (JOO)YCONSTRUCTION: 1 Hour fire rated minimum , Portable Classrooms
5.659 (100)FIRE AL ARM $YSTEM: Approved system ingalled &
maintsined manual pulis adequate.
5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring instailed in metal racewsy.
5.661 (100) HEATING EQUIPMENT: Combustion air & venting proper.
5.662 (100) GAS INSTALLATION MEETS CODES: Proper outside shut-off,
Piping, regulators vented,
5.663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
number. Inspected, tested, tagged according to NFFPA 10,
5.664 (100) UNDERGROUND, BASEMENT OR WINDOWLESS
BUILDINGS: (A&D)(BCDE)

5665 (100) ADDITIONAL FIRE HAZARDS: Cooking equipmest, RECEIVED
Unused airshafls, Excessive storage, Poor housekeeping, decorations ,
5.666 (100) SPRINKLER SYSTEMS : JUN 18 2002

3.667 (100) OPEN PLAN BUILDING : Hazard areas separsted  Detection system
| STATE FIRE MARSHAL

INSPECTOR Joseph K. Lestina 717




' STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

r IOWA DEPARTMENT OF PUBLIC SAFETY | DES MOINES IOWA 50309 | DIVISION OF FIRE PREVENTION
School District & Address | University of lowa City, lowa 52242 Date 5/22/02
Superintendent & Address | Mary Sue Coleman County Johnson
Pres. Of School Board Supt. Telephone 319-335-1249
School Location TIATL #418 Type Of Constraction | Sprinkler
Grades # Students # Of Stories 4
Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,
maintained and operated as to avoid undue danger to lives and . . . .
safity of its occupants from fire, amoke and flae, 1. X5.756 Repair penetration holes in unfinished 3™ floor east wall next to #370.
5$5.650(5) All changes or alterations 10 be made in any school or college building, ‘
whether new or existing, shall conform with the applicable provisions of these rules . .
and before any construgim of new or addhima?ﬁullaiosfiz mtdemk::, drawingd 2- X5.752 The double doors next 416 and 160 did not latch upon closing.
and specifications thereof made to scale by an architact or engineer shall be )
submilted to the state fire marshal, in dupli for approval. . .
5.653(100) EXITS: Clearly marked “;,o?;“mm";”m Tocations & capaciy 3+ X 2.7358 The following rooms do not have 3 feet clearance from the electrical panels
properly provided. Level of exit discharge for Kinderganten, first and second grades| #172,176,278,279,280.
- All exit and classroom doors must open outwsrd. Room with 50 occupancy or over
1000 sq. fi. must have ( 2 ) exits.
5.653 (100) CORRIDORS: At least 6° clear width. Proper storage 4. X 5.758 The electrical panel #1R2 needs circuits identified and blanks installed.
of open clothing. No combustible on walls or storage in exit corridors. Not over
300" in length. No dead end corridors more than 20 feet. .
5.654 (100) DOORS: Boiler room 1 12 hr. Classroom 1 3/4” solid corewood | 5. 5.758 Discontinue using extension cords and multi-plug adapters in the office
;';f;’ m&f’“ﬁx ‘:ﬂ;’; fc‘,’,' ':f‘:":_‘;:cﬁgﬁﬁmmm ox louvers cubicles. Provide additional outlets for each cubicle to alleviate overloading of
escape must, be wire glass. Emergancy rescus or Ventilation must have 5.7sq. . | Circuits. '
clear area. Exception #3 Complete automatic dstection system,
5.656 (100) STAIRWAYS: Properly nclosed Cut-Off
5.657 (1003 INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorations meet the requirements. No paneling
5.658 (L00)YCONSTRUCTION: 1 Hour fire rated minimum, Portable Classrooms
5.659 (100)FIRE ALARM SYSTEM: Approved system installed &
maintained manual pulls adequate.
5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfilsing, overloading, Wiring installed in metal raceway.
5.661 (100) HEATING EQUIPMENT: Combustion air & venting _proper.
5.662 (100) GAS INSTALLATION MEETS CODES: Froper outside shit-ofl,
Pipin, {ators vented.
5.663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
number. Inspected, tested, tageed according 1o NFPA 10.
55,667 (100) OPEN PLAN BUILDING : Hazard areas separated _ Detection systen] RECEIVED
1100.31 Must have (2) five and (2) tornado drills between January 1 and
June 30. Must have (2) fire and (2) tornade drills between July 1 and

December 31, Must keep written records of the drills dates. JUN 18 2002
STATE FIRE MARSHAI
COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFTCE =
IOWA STATE FIRE MARSHAL OFFICE
INSPECTOR Joseph K. Lestina 717 215 EAST Tth STREET
SUPERVISOR JEN WORTHINGTON DES MOINES, IOWA 50309-1831




) STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY ! DES MOINES IOWA 50309 | DIVISION OF FIRE PREVENTION
School District & Address University of Iowa City, Iowa 52242 Date 5/22/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone' 319-335-1249

School Location Linquist Center #316 Type Of Construction | FR N/C

Grades * # Students # Of Stories 3W/B 4 W/B

Dates of Fire Drills Tornado Compliance Item #

5.650(2) All buildings are constructed , arranged, equipped,

maintained and operated as to avoid undue danger to lives and

safety of its occupams from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shall conform with the applicable provisions of these rules
and before any construction of new or additional installation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed, Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, first and second grades.
All exit and classroom doors must open outward. Room with 50 occupancy or over

1000 sq. ft. must have { 2 ) exits,

5.653 (100) CORRIDORS: At least 6 clear width, Proper storage
of open clothing. No combustible on walls or storage in exit corridors, Not over
300" in length. No dead end corridors more than 20 feet.

5.654 (109) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4” solid core wood
Hazardous and Storage areas 1 3/4” solid core wood No transoms or louvers

3.655 WINDOWS: Below or within 10’ of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must have 5.7 sq. ft.
clear area. Exception #3 Complete automatic detection ection system.

5.6%6 (100) STAIRWAYS: Property endlosed Cut-Off

5.657 (100) INTERIOR FINISH: Ceiling,, floor, walls, stage draperies &
decorstions meet the tequirements. No paneling

5.658 (lOOEONSTRUCTION 1 Hour fire rated minimum , Portable Classrooms

5.659 (10D)FIRE ALARM SYSTEM: Approved system instailed &
maintained manual pulls

5.660 (100)ELECTRICAL WIRING MEETS REQUIREMENTS:
No drop cords, overfusing, overloading Wiring instalied in metal raceway.

3,661 {100) HEATING EQUIPMENT: Combustion air & venting proper.

5. 662 (100) GAS INSTALLATION MEETS CODES: Proper outside shul-oﬂ'
lators vented,

5. 663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
number. Inspected, tested, tagged according to NFPA 10.

(Note two building connect at the 3" level )

1.) X**5.750 The exit sign indicating the north basement exit from the south building is obstructed by
large sings hanging across the corridor by rooms 22 and 23. Remove signs

2.) X*¥¥5.750 Remove equipment stored in the exit corridor near rooms 18 —22 south building.

3.)X*#+5.752 The rolling fire doors separation the enclosed exit stairwell at first and second floors,
north building, must tested to assure that they function properly upon activation of the smoke detectors.

4.) X**5.750 Remove the physical gate barrier in exit corridor next to N156.

5.) X5.751 Remove combustible magazine, boxes, and file cabinet from S300, $348 & N356 exit
corridors.

6.) 5.751 Remove recycle barrels from exit 186N.

7.) 5.750 There is only one exit from the basement of Lindquist Il building. Provide a secondary exit
path

8.) 5.754 Repair the separation doors near the elevators in the basement of Lindquist I building The
doors failed to close and latch properly.

9.)5.762 Provide a compiete automatic alarm system in the hasement area of Lindquist I building. This
area is equipped with computer labs and 2 mainframe room. There was no smoke detection, pull
stations, strobes or homs in this area. This area is occupied by staff and students and should be
equipped with a compiete automatic fire alarm system.

5.667 (100) OPEN PLAN BUILDING - Hazard arcas Detection RECEIVED
1.100-313'01\4";; ul::‘l'le‘ (2) fire ﬂ:ﬂ .izd) (%ﬂxdm::ﬂglﬂhmm JmuaryJuly 11.::’ 10. 5.750 Provide emergency lighting for all corridors, exit stairwdlls and windowless class
ane ). Ve e . . iy gn

December 31. y_mt(:c)ep written records of the drill datea. throughout Linddquist buildings I and I JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THISOFFICE ™

I0WA STATE FIRE MARSHAL OFFICE
INSPECTOR Joseph K. Lestina 717 215 EAST 7th STREET
SUPERVISOR JEN WORTHINGTON DES MOINES, IOWA 50309-1831




STATE FIRE SAFETY REPORT FOR SCHOOLS AND COLLEGES

IOWA DEPARTMENT OF PUBLIC SAFETY I DES MOINES IOWA 50309 l DIVISION OF FIRE PREVENTION
School District & Address | University of lowa City, lowa 52242 Date 5/22/02

Superintendent & Address | Mary Sue Coleman County Johnson

Pres. Of School Board Supt. Telephone 319-335-1249

School Location Library #136 Type Of Construction | FR

Grades * # Students # Of Stories 5 W/B

Dates of Fire Drills Tornado Compliance Item #

5.650(2) Al buildings are constructed , arvanged, equipped,
maintained and operated 23 10 avoid undue danger to lives and
safety of its occupants from fire, smoke and flames.

5.650(5) All changes or alterations to be made in any school or college building,
whether new or existing, shali conform with the applicable provisions of thess rules
and before any construction of new or additional mstallation is undertaken, drawings
and specifications thereof made to scale by an architect or engineer shall be
submitted to the state fire marshal, in duplicate, for approval.

5.652(100) EXITS: Clearly marked - unobstructed. Number, locations & capacity
properly provided. Level of exit discharge for Kindergarten, firt and second grades,
Al exit and classroom doors must open outward. Room with 50 occupancy or over

1300 =q. ft. must have ( 2 ) exits.

5.653 (100) CORRIDORS: At least 6° clear width. Proper storage
of open clothing. No combustible on walls or storage in exit corridors. Not over

300" in length. No dead end cortidors mare than 20 feet.

5.654 (100) DOORS: Boiler room 1 1/2 hr. Classroom 1 3/4" solid  core wood
Hazardous and Sterage areas 1 3/4” solid core wood No transoms or louvers

5.655 WINDOWS: Below or within 10’ of outside stairs or fire
escape must be wire glass. Emergency rescue or Ventilation must have 5.7 sq. fi.
clear area. Exception #3 Complete automatic detection system.

$.656 (100) STAIRWAYS: Properly enclosed Cut-OF

5,657 (100) INTERIOR FINISH: Ceiling, floor, Wall;, flage draperics &
decorations meet the requirements. No paneling

5.658 (100YCONSTRUCTION: 1 1 Hour fire rated minimum , Portable Classrooms

5.659 (100)FIRE ALARM SYSTEM: A Approved system installed &
maintained manual pulls adequate.

5.660 (IOO)EIECTRICAL WIRING MEETS REQU‘IREMENTS
No drop cords, overfusing, overfoading Wiring instailed in metal raceway.

5.661 (100) HEATING EQUIPMENT: Combustion air & venting proper.

5. 662 (100) GAS INSTALLATION MEETS CODES: Proper cutside shut-off,
lators vented.

5. 663 (100) FIRE EXTINGUISHERS: Properly mounted, adequate
number. Inspected, tosted, ug&ed according to NFPA 10.

5.667 (100) OPEN PLAN BUILDING : Hazard areas separated Detection system

100.31 Must have (2) fire and (2) tornado drills between Jsnuary 1 and
June 30. Must have (2) fire and (2) tornado drills between July 1 and
December 31. Must keep written records of the drills dates.

1.) X**¥* 5 754 Provide wired glass to replace the rs’laun glass in the doors to the northeast,
northwest, east, and west stairways on the 1* 2™, 3 4™ and 5® floors and for the doors
sidelights to the southeast stairway between the 1 and the basement on both floors.

2.) X***%5 752 (5) Provide a door closer for the office door opening into 1* floor southeast
stairway.

3.) X***5 750 Provide a 2™ exit room #B023 (library sliding track storage). This can be
accomplished by putting a door into room B014.

4.) X¥5.752 The exit door from locked books #3066 is obstructed.
5.) X¥¥*5.750 floor north end stair towers terminate into the first floor lobby.

6.) X***7.751 Third floor has dead end corridor in excess of 60 feet with lock on office suite
3079 area.

7.) Discontinue wedging open the basement stairwell doors. This area is hazardous and must
be separated by a minimum of one-hour fire resistant construction.

RECEIVED

JUN 18 2002
STATE FIRE MARSHAL

COMPLY BY OR SUBMIT A PLAN OF CORRECTION TO THIS OFFICE
IOWA STATE FIRE MARSHAL OFFICE

INSPECTOR Joseph K, Lestina 717 215 EAST 7th STREET

SUPERVISOR | JEN WORTHINGTON DES MOINES, IOWA 50309-1831




